Comunicacion con la red de socorro

Componente MTBF Afios A=1/MTBF [t=1 afio R(t)=e-(At) [t=2afios R(t)=e-(At) [t=3afios R(t)=e-(At) [t=4 afios R(t)=e-(At) [t=5 afios R(t)=e-(At) [t=6 afios R(t)=e-(At) [t=7 afios R(t)=e-(At) |t =8 afios R(t)=e-(At) [t =9 aiios R(t)=e-(At) [t=10afios [R(t)=e-(At)
Magnetotérmico 1P+N 479050 54,68607306 |2,0875E-06 |7200 0,98508264 (14400 0,9703878  [21600 0,95591217 (28800 0,94165248 (36000 0,92760551 (43200 0,91376808 [50400 0,90013707 [57600 0,8867094 |64800 0,87348203 [72000 0,86045199
Autémata Programable Rack de
12 lot expanaible BUSK 1648125 188,1421233  |6,0675E-07 [7200 0,99564093 [14400 0,99130086 [21600 0,98697971 (28800 0,98267739 (36000 0,97839383 (43200 0,97412894 (50400 0,96988264 [57600 0,96565485 |64800 0,96144549 |72000 0,95725448
Autémata Programable Fuente
o A e 1470588 167,8753425  |6,8E-07 7200 0,99511597 [14400 0,99025578 [21600 0,98541934 (28800 0,98060652 [36000 0,9758172  [43200 0,97105128 [50400 0,96630863 [57600 0,96158914 |64800 0,95689271 |72000 0,95221921
ﬁ:‘;f;::;if“’g’amab'e 586661 66,97043379  |1,7046E-06 [7200 0,98780216 [14400 0,9757531 [21600 0,96385102 (28800 0,95209412 (36000 0,94048063 (43200 0,92900879 [50400 0,91767689 [57600 0,90648321 (64800 0,89542608 |72000 0,88450381
Autémata Programable Médulo
e o | 284900 32,52283105  |3,51E-06 7200 0,97504464 (14400 0,95071205 (21600 0,92698669 [28300 0,9038534 (36000 0,88129741 (43200 0,85930432 (50400 0,83786007 [57600 0,81695097 |64800 0,79656366 |72000 0,77668513
0,94003401 0,88366395 0,83067417 0,78086197 0,73403682 0,69001957 0,64864187 0,60974542 0,57318144 0,53881005
Descenso de la fiabilidad (%) % % % % % % % % %
ORIGEN 6,00 11,63 16,93 21,91 26,60 31,00 35,14 39,03 42,68

IDadas las caracteristicas de los componentes de esta ruta, la caida de la fiabilidad no es significativa (menor o igual al 50%) y por lo tanto se considera que no hay componentes criticos en ella.
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